
Código: 0767401AUTOMATIC OPEN JAW 
CLAMP METER

DCM1500JW

 TRMS readings
 9999 digit LCD display
 1000V ac/dc measurement
 200A ac measurement
 Resistance, diode and continuity tests
 Non-contact voltage detection
 Automatic selection of measured 

parameter
 Auto-ranging
 Auto power off, low battery display and 

back light. 
 Data hold
 Safety rating: CAT IV 600V/CAT III 

1000V

www.kps-intl.com

Industry



DCM1500JW
www.kps-intl.com

General
Display 9999 counts

Auto power off 

Backlight 

Data Hold 

Auto-ranging 

Low battery display 

Auto measurement selection 

Diode and continuity tests 

Non Contact Voltage Detection 

Max conductor size 16 mm (diameter)

Dimensions 54mm x 193mm x 31mm

Weight 280 g

Batteries 2*1,5V AAA size

Standards EN 61010-1, EN IEC 61010-2-032

Safety rating CAT IV 600V, CAT III 1000V

Accessories included Standard test leads, batteries and manual

AUTOMATIC OPEN JAW CLAMP METER

Specs
TRMS 

DC Voltage (V) 1000V

AC Voltage (V) 1000V

AC Current (A) 200A

Resistance 10kΩ

Diode test 0,8V
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