Function

Measuring range

Basic accuracy

L Gl IO +(0,5 % of reading + 3 digits
Current
A1398-10 A 0.1A...20 A +(1.5 % of reading + 2 digits)
A1395-30 A 3A...30A +(1.5 % of reading + 2 digits)
A 1395 -300 A 30A ...300 A +(1.5 % of reading + 2 digits)
A 1395 - 3000 A 300 A ... 3000 A +(1.5 % of reading + 2 digits)
Phase angle -180.0 ... +180.0 +0.5°
Power
Active 0.000 W ... 9999 kW +(1.5 % of reading. + 4 digts)
Reactive 0.000 VAr ... 9999 kVAr +(1.5 % of reading. + 4 digts)
Apparent 0.000 VA ... 9999 kVA +(1.5 % of reading. + 4 digts)
PF -1.00 ... 1.00 +0.04
Cos ¢ 0.00...1.00 +0.04
THD 0.0..20.0 % +0.5
0.0Q ...199Q +(3 % of reading + 3 digits)
Resistance 20.0Q..1999Q +(5 % of reading)
200 Q... 1999 O +(5 % of reading)
_— 0.0Q..199Q +(5 % of reading + 3 digits)
Se il 200 ... 1999 Q +(5 % of reading + 3 digits)




