
2AC 
200-1000 V AC 
CAT IV 1000 V

1AC-II
200-1000 V AC 
CAT IV 1000 V

LVD2 
90-600 V AC
CAT IV 600 V

1AC II/2AC Volt Alerts
LVD1/LVD2 Volt Lights

2AC is the latest addition to the VoltAlert™ ac 
non- contact voltage tester family from Fluke 
and is designed to be pocket-sized and easy 
to use. The 2AC tests for energized circuits 
and defective grounds, whether it’s for an 
electrician on the factory fl oor or the do-it-
yourselfer around the house. The tip of the 
pocket-sized tester will glow red when within 
close proximity of an outlet, terminal strip, or 
power cord where voltage is present.
• Voltage detection from 200 to 1000 V ac, 

suitable for a wide range of residential, 
commercial and industrial needs. 

• NEW! Always on, using special low power 
circuitry to sustain battery life and ensure 
your 2AC is always ready. 

• NEW! Innovative ‘Battery Check’ button 
function ensures battery is in good 
condition* 

• Category IV – 1000 V overvoltage rated 
product for best in class user protection 

• Integrated clip design, optimized for pocket 
storage 

• Powered by 2x AAA batteries (included) 
• Fluke ruggedness and reliability 
• Two-year warranty  storage. 
• Powered by 2x AAA batteries (included)- 

Fluke reliability and ruggedness, Two-year 
warranty.

LVD2

LVD1

2AC VoltAlert™Fluke 1AC II

Fluke 2AC VoltAlert™

Ordering Information
Fluke 1AC II  Volt Alert
Fluke 1AC II  Volt Alert (5-pack)
Fluke 2AC  Volt Alert
Fluke 2AC  Volt Alert (5-pack)
LVD2  Volt Light
LVD1  Volt Light

Pub_ID: 11751-eng

Dual sensitivity voltage detector
• Detects voltage from 40 V to 300 V AC
• Blue light means you’re close
• Red light means you’re at the source
• Comes with a versatile clip to secure light 

to pocket, hat or even panel door

Combines bright light and voltage detection 
in one pen style design
• Dual sensitivity 
• Detects voltage from 90 V to 600 V AC
• Blue light means you’re close
• Red light means you’re at the source
• Rated to CAT IV 600 V

LVD1 Volt Light

LVD2 Volt Light

Operating range: 200 – 1000 V AC
Batteries: Two AAA Alkaline
Size (H): 148 mm 
Two Year Warranty

Fluke 2AC VoltAlert™ 5-pack
• Buy 4 get 1 FREE

The Fluke VoltAlert AC voltage detector is 
very easy to use – just touch the tip to a 
terminal strip, outlet or cord. When the tip 
glows red and the unit beeps, you know there 
is voltage on the line.
• It continually tests its battery and its circuit 

integrity with a periodic double fl ash visual 
indication.

• Highest safety rating: CAT IV 1000 V
• Detects voltage without metallic contact

Fluke 1AC II VoltAlert™

Operating range: 200 – 1000 V AC
Batteries: Two AAA Alkaline
Size (H): 148 mm 
Two Year Warranty

Fluke 1AC II VoltAlert™ 5-pack
• Buy 4 get 1 FREE

Voltage Detection

On/Off Button

Dual Sensitivity

Battery Check

Audible/Silent

Voltbeat™

LED Flashlight

Battery Included

Features
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