Earth bond resistance (200 mA)

Range Resolution Accuracy

00001990 0.01 O +(5 % of reading + 3 digits)
20009990 0.01Q +10 %

10.0Q+=1990Q 010 +10 %

Insulation resistance, Insulation - S resistance (250 Voc, 500 Voc)

Range Resolution Accuracy

0.000 MQ = 0.500 MQ 0.001 MQ +(10 % of reading + 5 digits)
0.501 MQ = 1.999 MQ) 0.001 MQ

2.00 MQ = 19.99 MQ 0.01 MQ +(5 % of reading + 3 digits)
20.0 MQ = 199.9 MQ 0.1 MQ

Differential leakage current (230 Vac)

Range

Resolution

Accuracy

0.00 mA = 19.99 mA

0.01 mA

+(5 % of reading + 5 digits)

Touch leakage current (230 Vac)

Range

Resolution

Accuracy

0.00mA =399 mA

0.01 mA

+(10 % of reading + 5 digits)

Subleakage current, Subleakage - S current (40 VAc)

Range

Resolution

Accuracy

0.00 mA = 19.99 mA

0.01 mA

+(5 % of reading + 5 digits)

Power / Functional test (230 Vac)

Range Resolution Accuracy

0.00 kVA = 4.00 kVA 0.01 kVA +(5 % of reading + 3 digits)
Clamp current

Range Resolution Accuracy

0.00 mA = 9.99 mA 0.01 mA +(5 % of reading + 10 digits)
10.0 mA = 99.9 mA 0.1 mA +(5 % of reading + 5 digits)
100 mA = 999 mA 1 mA +(5 % of reading + 5 digits)
1.00A =9.99 A 0.01 A +(5 % of reading + 5 digits)
10.0A =249 A 0.1A +(5 % of reading + 5 digits)
(P)RCD testing - single, autotest (10 mA, 15 mA, 30 mA)

Range Resolution Accuracy

0 ms = 300 ms(¥2 x IAN) 1ms

0 ms =300 ms (IAN) 1ms +3 ms

0 ms =40 ms (5 x IAN) 1ms

Polarity test Standard test (<50 Vac); Active test (230 Vac)




